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Sliding and vertical doors are available in 
manual and electric operation with various

power, activator and control options.

Maintenance free sliding door track with 
oversized rollers along with the PerfectSealTM

gasket system eliminates the traditional “down
and in” closing motion making the door

extremely easy to open or close.

Durable panel designs with FRP perimeter
frame and your choice of embossed steel or
aluminum, stainless steel or galvalume front

and back face sheets resists damage from 
incidental impact.

Foamed in place, Non-CFC urethane insulation 
completely fills the panel interior. Available 
4” and 6” panel thickness with or without

perimeter heat.

Smooth outer surfaces have no sharp edges,
are easier to clean and require little or no

maintenance.

The simple and unique PerfectSealTM gasket 
system on our sliding doors eliminates high-

maintenance bulb gaskets to minimize air 
infiltration and moisture problems common to

traditional cold storage doors. 

All panel corners have heavy-duty, internal steel 
reinforcements with stainless steel fasteners. 

Better Material and Better Design 
for Outstanding Performance and Longer Life
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From walk-in coolers to drive-in freezers, ColdGuardTM Cold Storage Doors combine the
latest technology, materials and practical design features to meet the demanding
requirements of the cold storage industry. Whether in a small restaurant, supermarket
backroom or cold storage warehouse and distribution facility, all ColdGuard Doors
incorporate a tough and thermally neutral fiberglass reinforced pultrusion (FRP)
framework, molded plastic polymer casings and Non-CFC foamed-in-place polyurethane
core. This innovative design produces a strong and durable door system that will provide
years of worry-free service.

Many additional options like casing and jamb configurations,
kick and impact plates, closers, locks, thresholds, heater bars,
windows, track hoods and wicket doors are available to
customize any door to your specific requirements.
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Shown with optional track cover.



Swing DoorsColdGuard
Swing Doors
Single or double panel ColdGuard Swing
Doors provide simple, time-tested sealing
and hinge systems for maximum 
performance in any application. Swing
doors can be used on new applications,
or to replace worn out OEM doors in
walk-in coolers.  

ColdGuard Swing Doors are suitable for
interior and exterior applications, and
incorporate the same FRP perimeter
framework that makes our sliding doors
superior to competitive products. Swing
doors come with a variety of options
including panic
hardware for
exterior
applications.

ColdGuard Swing Doors Options
� Cladding: Stainless steel, embossed white

aluminum, embossed mill aluminum, smooth
white aluminum, smooth white galvanized,
and smooth galvalume 

� Backup mirror image casing
� Jamb wall caps
� Thru-wall jamb casings
� Keyed latch
� Door closer with standard soft touch latch
� Casing mounted thermometer
� Casing mounted light switch 
� Panic bar latching hardware 
� Heat in door and casing 

(recommended on freezers below -20°F)
� Polished aluminum diamond tread kick plates
� Satin finish stainless steel kick plates
� Heated or non-heated vision windows
� Heated or non-heated threshold
� 6” door thickness for extreme cold

environments
� Bottom door heat element 
� Custom sizes available 

Design Features 
and Benefits
� Unique design allows 

Non-CFC foamed-in-place
polyurethane insulation to lock
in place with the fiberglass
reinforced polymer (FRP)
producing an extremely
durable, insulated panel. 

� Magnetic vinyl push-in gasket 
is standard on all ColdGuard
Swing Doors.

� A variety of finishes are 
available including 26 gauge
steel with USDA accepted white
polyester finish, 26 gauge G-90
embossed galvanized steel, and
galvalume.  

� Heavy duty chrome plated hinges
and latch. Nickel plated strap

hinges are standard on larger
doors.

� Self-lubricating cam lift hinges
raise the door when opened,
providing reduced friction on
floor seal.

� Door panels are available in 4” and
6” panel thickness with an R Value of
28 and 37.1 respectively.

� Emergency release
latch allows the
door to be
opened from 
the inside even
when padlocked
from the outside
(shown with
optional recessed cup).

� All doors are custom manufactured
to your exact requirements.  

� NSF approved.

� 115V heat is standard on 
freezer doors. 

� Factory tested and shipped 
ready for installation.
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